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Abstract—In this letter, we have designed, fabricated, and
characterized high-speed and high-efficiency InGaAs-based p-i-n
photodetectors with a resonant cavity enhanced structure. The
devices were fabricated by a microwave-compatible process. By
using a postprocess recess etch, we tuned the resonance wavelength
from 1605 to 1558 nm while keeping the peak efficiencies above
60%. The maximum quantum efficiency was 66% at 1572 nm
which was in good agreement with our theoretical calculations.
The photodiode had a linear response up to 6-mW optical power,
where we obtained 5-mA photocurrent at 3-V reverse bias. The
photodetector had a temporal response of 16 ps at 7-V bias. After
system response deconvolution, the 3-dB bandwidth of the device
was 31 GHz, which corresponds to a bandwidth-efficiency product
of 20 GHz.
Index Terms—Bandwidth-efficiency, high speed, p-i-n photo-
diode, photodetector, resonant cavity enhanced.
I. INTRODUCTION
H IGH-PERFORMANCE photodetectors operating at1.55- m wavelength are required for ultrafast photode-
tection in optical communication, measurement, and sampling
systems. The photodetector performance is measured by
the bandwidth-efficiency product (BWE) and is limited for
conventional vertically illuminated photodetectors (VPDs)
due to the bandwidth-efficiency tradeoff [1]. This tradeoff
is due to the fact that the quantum efficiency and bandwidth
of a conventional VPD have inverse dependencies on the
photoabsorption layer thickness.
One detection scheme to overcome this limitation is
edge-coupled photodiodes. This scheme has been used
to achieve very high-speed metal–semiconductor–metal
(MSM) [2] or p-i-n waveguide photodiodes with bandwidths
above 500 GHz [3], distributed MSM photodetectors with
78-GHz bandwidth [4], avalanche photodiodes with 120-GHz
gain-bandwidth product [5], traveling-wave photodetectors
with high output current [6] or 115-GHz bandwidth [7], and
110-GHz 50% efficiency mushroom-mesa waveguide photode-
tectors [8]. The disadvantages of edge illuminated detectors are
complex fabrication and integration along with difficult light
coupling.
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TABLE I
EPITAXIAL LAYER DESIGN OF THE
RCE P-I-N PHOTODETECTOR
The ease of fabrication, integration, and optical coupling
makes the resonant cavity enhanced (RCE) photodiodes (PDs)
attractive for high-performance photodetection [1], [9]–[12].
RCE-PD structure is formed by placing the conventional
VPD inside a Fabry–Pérot resonant microcavity. The incident
photons, which are at the resonance wavelength of the detector
cavity are recycled, so that the quantum efficiency (QE) is
enhanced at this wavelength. Therefore, by using RCE-PD
with a thin active layer, high-efficiency values can be achieved
without lowering the detector bandwidth [13], [14]. Using
the RCE structure, InGaAs-based MSM PDs with 77% QE
and 10-GHz bandwidth at 1.3- m wavelength [15], Schotttky
PDs with 55% QE and 22.5-GHz bandwidth [16], p-i-n [17],
and avalanche PDs with 70% QE and 24 GHz at unity gain
[18] have been reported by other researchers. In this letter,
we demonstrate a 1.55- m InGaAs-based high-performance
and high output current RCE PD with a resonant wavelength
tunable in 50-nm range.
II. DESIGN AND FABRICATION
The epitaxial structure of the RCE p-i-n photodiode was
designed using transfer-matrix-method based simulations. The
layers were grown by molecular beam epitaxy on semi-insu-
lating InP substrate. The bottom Bragg mirror (DBR) was made
from quarter-wave stacks of InAlAs and In Al Ga As,
designed for high reflectance at 1550-nm center wavelength.
In Al Ga As was chosen to achieve high refractive
index contrast with the lower index InAlAs without having
any optical absorption in the distributed Bragg reflector (DBR)
region. Theoretically, this DBR had a maximum reflectivity of
95% at 1550 nm. All cavity layers except the 300-nm InGaAs
absorption layer were transparent at the operation wavelengths.
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The details of the epitaxial structure are given in Table I. The
comparison between the measured and simulated reflectance
data of the as-grown wafer showed that the layers had been
grown 4% thicker than the original design. This shifted the
center wavelength of the DBR to 1610 nm.
The devices were fabricated by a microwave-compatible
process. Ohmic contacts to n layers were formed by a
phosphoric acid based etch that was followed by a self-aligned
Au–Ge–Ni liftoff. The p ohmic contact was achieved by
Au–Ti liftoff. The samples then were rapid thermal annealed at
400 C for 1 min. We etched away all the layers down to un-
doped InAlAs except the active areas using the isolation mask.
Then Ti–Au interconnect metal was evaporated, which formed
the coplanar waveguide (CPW) transmission lines on top of the
undoped layer. The next step was deposition and patterning of
100-nm-thick Si N layer. Besides passivation, the Si N
layer was also used as the dielectric of metal–insulator–metal
bias capacitors. To reduce the parasitic capacitance, the p
ohmic metal was connected to CPW pads by 0.7- m-thick
Ti–Au airbridge. The resulting RCE p-i-n photodiodes had
breakdown voltages around 14 V and typical dark current
densities were A/cm at 1-V bias.
III. EXPERIMENTAL RESULTS
Photoresponse measurements were carried out in the
1530–1630-nm range using a tunable laser source. The output
of the laser was coupled to a single-mode fiber. The light was
delivered to the devices by a lightwave fiber probe, and the elec-
trical characterization was carried out on a microwave probe
station. The top p layers were recess etched in small steps, and
the tuning of the resonance wavelength within the high reflec-
tivity spectral region of the DBR was observed. Fig. 1(a) shows
the spectral quantum efficiency measurements of a device under
5-V reverse bias obtained by consecutive recess etches. Plot
one is the quantum efficiency after the top InGaAs layer etch,
while plots two–seven correspond to cumulative recess etches
of 80, 105, 150, 180, 210 and 240 nm, respectively. The peak
experimental quantum efficiency 30% of the as-grown sample
at 1645 nm increases to 55% at 1614 nm after the first etch.
The peak quantum efficiency increased up to 66% with tuning
until the resonance wavelength reached 1572 nm. This increase
was due to the increase of the absorption coefficient of InGaAs
at shorter wavelengths. As we continued the recess etch, the
peak quantum efficiency decreased due to the decrease of the
reflectivity of the Bragg mirror. The resonance wavelength was
tuned for a total of 47 nm (1538–1605 nm), while keeping the
peak efficiencies above 60%. The peak efficiency was above
50% for the resonant wavelengths between 1550 and 1620 nm,
corresponding to a tuning range of 70 nm. Fig. 1(b) shows the
quantum efficiency measurement and simulation results of the
photodetector when the cavity resonance had been tuned to
1572 nm. The difference between the simulation and the mea-
surement can be explained with the 3% measurement error
of the commercial photodiode that was used for calibration
purposes [19]. The full-width at half-maximum (FWHM) of
the devices was around 35 nm. The quantum efficiency mea-
surements were done at 5-V reverse bias under 0.5-mW optical
(a)
(b)
Fig. 1. (a) Spectral quantum efficiency measurements of the fabricated
detectors after consecutive recess etches. (b) The theoretical calculation and
experimental quantum efficiency measurement of a detector whose resonance
had been tuned to 1572 nm.
Fig. 2. Optical input power versus photocurrent of the photodetector under
various reverse biases.
input power. When we increased the reverse bias beyond 3 V,
the active layer was fully depleted, and the quantum efficiency
increased 6% with respect to zero bias. The responsivity of
the PDs were also measured under various reverse biases up
to 6-mW optical power, which was the maximum power that
could be obtained from the laser. Fig. 2 shows the photocurrent
versus input optical power at the resonance wavelength of
1572 nm. Under 3 V and higher reverse biases, the PDs had
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Fig. 3. Temporal response of the photodetector with a 16-ps FWHM. The
inset shows the deconvolved frequency response obtained from the fast Fourier
transform of the temporal detector response.
a linear photoresponse up to 6-mW optical power. At 6-mW
optical power, the device exhibited a 5-mA photocurrent. The
saturation was mainly due to the electric field screening caused
by photogenerated carriers [20].
High-speed measurements were made with a picosecond fiber
laser operating at 1550 nm. The 1-ps FWHM optical pulses from
the laser were coupled to the active area of the p-i-n photodi-
odes by means of a fiber probe. At zero bias, the response of
the photodetectors had a long tail due to the diffusion of the
carriers in the active layers. Measurements were done under
bias to deplete the active layer completely and to get rid of the
diffusion tail. Above 3-V reverse bias, we got a Gaussian re-
sponse with a short tail. Fig. 3 shows the temporal response
of a small area m photodetector measured at 7-V
bias by a 50-GHz sampling scope. The photodiode output had
a 16-ps FWHM. The measured data was corrected by decon-
volving the effect of the 40-GHz bias-T. After the deconvolu-
tion, the device had a 3-dB bandwidth of 31 GHz. Larger area
devices (80 m also showed similar responses, which showed
that the temporal response was limited by the transport of the
photogenerated carriers. The measured bandwidth is lower than
the theoretically predicted 3-dB bandwidth of 55 GHz [21]. Al-
though grading layers have been implemented to avoid carrier
trapping, our measurement data shows that the device perfor-
mance is still limited by the carrier trapping. In our devices,
we used a digital grading that consisted of InP lattice-matched
InGaAs–InAlAs layers. A linear grading may further improve
the device performance.
IV. CONCLUSION
We have demonstrated high-speed and high-efficiency
resonant cavity enhanced (RCE) InGaAs-based p-i-n pho-
todetectors. A peak quantum efficiency of 66% was measured
along with 31-GHz bandwidth, which corresponds to 20-GHz
bandwidth-efficiency product. The photoresponse was linear
up to 6-mW optical power, where the devices exhibited 5-mA
photocurrent.
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